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U-BOLT INSTALLATION KIT 
(Axle Over Spring) 

 

Please read instructions before beginning installation.  
  

 This system contains no hardware for modifying or relocating the suspensions compression travel bump stops. Generally. bump 
stop modification is not required except for competition styled offroading. For severe offroading, extension travel limiting straps are 
recommended. 
 With the installation of all lift kits and larger tires it is important to check the condition of your steering stabilizer.  If the stabilizer 
is worn or is leaking it should be replaced.  Steering stabilizers are designed to restrain “bump steering” and front end vibration, giving added 
life to tires, ball joints, and other steering components. A multiple stabilizer kit is recommended for vehicles equipped with a snow plow, 
winch, or larger tires.   
 

INSTALLATION INSTRUCTIONS 
 

Step 1. Remove front shocks. 
 
Step 2.  Support the vehicle with jack stands.  Do not attempt suspension installation 

without  the vehicle properly supported.  
 
Step 3. Remove front u-bolts and nuts.   
 
Step 4. Raise axle housing with floor jack until axle is free from spring.  Support axle with 

floor jack. 
 
Step 5.  Remove spring eye bolts from the front springs, and remove springs. 
 
Step 6.  Install new springs, part # 8017 for the front (bushings and sleeves as applicable)   
 

Step 7.  Lower axle housing until center pin is located in spring pad. 
 
Step 8.  Install new u-bolts and hardware.  Tighten u-bolts, alternating from bolt to bolt.  

Torque ½” u-bolts to 60 ft./lbs. and 9/16” u-bolts to 87 ft. /lbs. 
 
Step 9.          Repeat steps 1-10 for the rear 
 
 

Step 10.  On the front of the vehicle assemble new sway bar links with poly bushings and sleeves. The factory hardware will not be 
reused on the upper sway bar mount.  Use the supplied 12mm x 1.75 x 80mm bolts, washers and nuts for the upper sway bar 
mount and reuse the lower factory hardware. See Figure 1. 

 
Step 11.    Lower vehicle and install front shocks. 
 
Step 12.  After the tires and wheels have been installed and the vehicle has 

been lowered to the ground the transfer case can be lowered. 
 
Step 13.  With a floor jack supporting the transfer case skid plate loosen but 

do not remove the bolts that secure it to the frame rail.  On the 
opposite side of the vehicle remove the bolts that secure it to the 
frame rail.  

 
Step 14.  Install the transfer case spacer in between the transfer case skid 

plate and the frame rail and install the 3/8” bolts and washers. See 
Figure 2.  
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PRODUCT USE INFORMATION 
 

 As a general rule, the taller a vehicle is, the easier it will roll. Offset, as much as possible, what is lost in rollover resistance by 
increasing tire track width. In other words, go "wide" as you go "tall". Many sportsmen remove their mud tires after hunting season and 
install ones more appropriate for street driving; always use as wide a tire and wheel combination as possible to enhance vehicle stability. 
 We strongly recommend, because of rollover possibility, that the vehicle be equipped with a functional roll-bar and cage system. 
Seat belts and shoulder harnesses should be worn at all times. Avoid situations where a side rollover may occur. 
 Generally, braking performance and capability are decreased when significantly larger/heavier tires and wheels are used. Take this 
into consideration while driving. 
 Do not add, alter, or fabricate any factory or aftermarket parts to increase vehicle height over the intended height of the Rough 
Country product purchased. Mixing component brands is not recommended. 
 Rough Country makes no claims regarding lifting devices and excludes any and all implied claims. We will not be responsible for 
any product that is altered 
  

MAINTENANCE INFORMATION 
 

It is the ultimate buyers responsibility to have all bolts/nuts checked for tightness after the first 100 miles and then every 1000 miles. Wheel 
alignment steering system, suspension and driveline systems must be inspected by a qualified professional mechanic at least every 3000 
miles. 

 

 

 

SHACKLE INVERSION KIT # 5061 

STEERING STABILIZER / PART # 87317 


